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(54) Title: WIND FARM 



(54) Bezeichnung: WINDENERGIEANLAGE 
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(57) Abstract: The invention relates to a wind farm compris- 
ing a rotor (100) comprising at least one rotor blade which is 
coupled directly or indirectly to a generator for the production 
of electric power. Said wind farm also comprises an electric 
system made of various electrical system units comprising elec- 
tronic, electric and/ or electromechanical, and/or sensor com- 
ponents and/or electrotechnical protection devices. All compo- 
nents of an electric system unit, system units or specific com- 
ponents of the electric system unit are combined together ac- 
cording to the uses thereof in one or several functional mod- 
ules which perform at least one function in connection with the 
production of electric power. At least one parallel module is 
provided for at least one function module. Said parallel mod- 
ule performs or can perform the same or similar function as the 
function module during normal operation of the system. The 
function module and parallel module are connected together or 
can be connected together in such a manner that during mal- 
function of a function module or a parallel module, the remain- 
ing operational function module or parallel module at least par- 
tially maintains production of electric power during the break- 
down. 

(57) Zusammenfassung: Die Erfindung betrifft eine 
Windenergieanlage mit einem Rotor (100) mit mindestens 
einem Rotorblatt, der direkt oder indirekt mit einem Generator, 
zur elektrischen Leistungserzeugung gekoppelt ist, und 
einem elektrischen System, bestehend aus unterschiedlichen 
elektrischen Systemeinheiten, die elektronische, elektrische 
und/ oder elektromechanische, und/oder sensorische Kom- 
ponenten und/oder elektrotechnische Schutzeinrichtungen 
aufweisen, wobei alle Komponenten einer elektrischen 
Systemeinheit Systemeinheiten oder bestimmte Komponenten 
der elektrischen Systemeinheit entsprechend ihrer Aufgaben in ein oder mehrere Funktionsmodule zusammengefasst sind, die 
mindestens eine Funktion in Verbindung mit der elektrischen Leistungserzeugung ausfUhren, wobei zu mindestens 
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